**NOTES:**

ALL DIMENSIONS REFER TO JEDEC STANDARD MO-220 WJE
DO NOT INCLUDE MOLD FLASH OR PROTRUSIONS.

---

<table>
<thead>
<tr>
<th>Item</th>
<th>Symbol</th>
<th>MIN.</th>
<th>NOM.</th>
<th>MAX.</th>
</tr>
</thead>
<tbody>
<tr>
<td>total height</td>
<td>A</td>
<td>0.70</td>
<td>0.75</td>
<td>0.80</td>
</tr>
<tr>
<td>stand off</td>
<td>A1</td>
<td>0.00</td>
<td>0.02</td>
<td>0.05</td>
</tr>
<tr>
<td>mold thickness</td>
<td>A2</td>
<td>0.50</td>
<td>0.55</td>
<td>0.60</td>
</tr>
<tr>
<td>leadframe thickness</td>
<td>A3</td>
<td></td>
<td>0.20</td>
<td>REF.</td>
</tr>
<tr>
<td>lead width</td>
<td>b</td>
<td>0.15</td>
<td>0.20</td>
<td>0.25</td>
</tr>
<tr>
<td>package size</td>
<td>X D</td>
<td>5.90</td>
<td>6.00</td>
<td>6.10</td>
</tr>
<tr>
<td></td>
<td>Y E</td>
<td>5.90</td>
<td>6.00</td>
<td>6.10</td>
</tr>
<tr>
<td>E-PAD size</td>
<td>X D2</td>
<td>4.20</td>
<td>4.30</td>
<td>4.40</td>
</tr>
<tr>
<td></td>
<td>Y E2</td>
<td>4.20</td>
<td>4.30</td>
<td>4.40</td>
</tr>
<tr>
<td>lead length</td>
<td>L</td>
<td>0.30</td>
<td>0.40</td>
<td>0.50</td>
</tr>
<tr>
<td>lead pitch</td>
<td>e</td>
<td>0.40</td>
<td></td>
<td></td>
</tr>
<tr>
<td>lead arc</td>
<td>R</td>
<td>0.075</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Package profile of a surface</td>
<td>aaaa</td>
<td>0.10</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Lead position</td>
<td>bbb</td>
<td>0.07</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Parallelism</td>
<td>cccc</td>
<td>0.10</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Lead position</td>
<td>dddd</td>
<td>0.05</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Lead profile of a surface</td>
<td>eeee</td>
<td>0.08</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Epad position</td>
<td>ffff</td>
<td>0.10</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>